UNIPULSE CORPORATION

F770 Weighing Indicator with built-in Printer

F770 is a versatile instrument capable of static weighing, counting and check weighing. Its design
is convenient for desktop, panel mount and tower placement.

F770 is also a powerful industrial tool featuring: 100 preset tables with table number, unit weight memory
with other 7 items, counting console, auto dual interval as well as check-weighing function. A large weight
display with 17 status displays and extensive keypad keep operation easy and convenient. 12 keys for input
of numeric and set-point functions along with 5 dedicated function keys and 7 printer keys make setup a
snap.

High speed A/D conversion (50times per second) and HI-LIM/ HI/ GO/ LO/ LO-LIM comparative outputs
make the F770 your choice for a variety of check-weighing and sorting applications. Features include: Multi
Hold function: Random sampling hold, Stable value hold, Average value hold with specific section. A couple
of strokes of the key pad is all you need to input a sample amount or a unit weight when using the F770 as a
counting console.

Unipulse standard 2-wire serial interface SI/F is for connecting remote displays. Optical bi-directional
RS-232C interface to a computer. Built-in printer gives sub-total, Grand total. Batch total, Statistical data:
Average weight, Max. weight, Min. weight, Max-Min, General standard deviation, Sample standard
deviation and Count of data (n) for each code number.

Features

1 Employs a large high-intensity Fluorescent display that gives clear weight indication even in harsh
environments

Sample (count) or unit weight display

Recalling Preset Table changes weighing parameter.

Full digital front panel calibration

Auto-print when stable function
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